-oRrIUAN

TECHNICAL REQUIREMENTS
STAGEPLAN
INPUT LIST

www.fortuan.sk

Please approve the listed requirements. The requirements are general and
under ideal conditions. All requirements can be adjusted as needed
through mutual discussion between the band and the event organizer.

STAGE

Minimum size: 5x4m. Clean, dry, and covered.

PA SYSTEM

High-quality PA system capable of delivering a minimum of 105dB
acoustic performance throughout the concert space.
(e.g., D&B audiotechnik, Meyer Sound, EAW, L-Acoustics, JBL, Martin, etc.)

TECHNICAL REQUIREMENTS

Musicians have their own microphones for vocals and their own in-ear
monitoring system*. The band will bring and set up their own stage
monitors. The band controls the sound in the monitor mix
independently.

* For more information on IN-EAR monitoring and connection methods,
please see the attachment "Splitter Connection.".

Microphones for drums, stands, and microphone holders will be
provided by the sound supplier. The sound supplier will provide all
necessary XLR cables. Electrical wiring will be provided by the sound
supplier.

DETAILS (stands, microphone types, etc.) - refer to the stage plan
in the "STAGE REQUIREMENTS" section.

Manager: Lucia Miklasova, miklasoval@gmail.com, +421 903 152 469
For technical matters: Tomas Marikovi¢, tomas.marikovic@gmail.com, +421 907 392 226



FORTUAN

STAGEPLAN

INPUT LIST

TOMAS
el. guitar, ac. guitar,
back vocal

RACK, IN-EAR, SPLITTER

3x230V

OO

DANIEL
drums

4x230V

OO

BACMNGTRACKK:)

LINE6 HELIX LT
multieffect

4x230V

OO

BAND HAS ITS OWN VOCAL MICS
WE NEED MICROPHONES FOR THE DRUMS

JAKUB IGOR
main vocal guitar bassguitar,
back vocal

HEADRUSH MX5
multieffect

4x230V

OO

=

DRUMS - DANIEL

note

required mics

1 KICK Shure BETA 52A
2 SNARE SHURE SM-57
3 HI-HAT + TAMBOURINE Sennheiser E614
4 TOM 1 Sennheiser E604
5 FLOOR TOM Sennheiser E604
6 OVERHEAD Sennheiser E614
7 OVERHEAD Sennheiser E614
8 PAD
9 BACKING TRACK

BASS - IGOR
10 CORT A5 Plus BASS DI-BOX

TC electronic BAM200

GUITAR - TOMAS

11 PRS/GIBSON LP

LINE6 HELIX LT
effects works as di box

DI box not needed,
effects-balanced out

12 TAKAMINE AC. GTR

effects works as di box

DI box not needed,
effects-balanced out

AKUSTICKA GITARA - JAKUB

13 FENDER TELE

HEADRUSH MX5
effects works as di box

DI box not needed,
effects-balanced out

MAIN VOCAL - JAKUB

14 | SHURE KSM-8

| own mic and stand

BV - IGOR (BASS)

15 | Sennheiser E845-S

| own mic and stand

BV - TOMAS (GUITAR)

16 | SHURE SM-58

| own mic and stand

IN EAR

TC electronic BAM200

4x230V

OO

Band has its own IN-EAR system. We need 2pcs of stage monitors as a backup (connected
from band's rack). Venue's sound engineer will connect to the inputs and outputs of the
splitter brought by the band. A detailed description of the splitter is on a separate page

STAGE EQUIPMENT REQUIREMENTS

Drum mics and mic stands

5pcs of extension power supply cord (each 4x230V)

mic cables to line-outs (xIr cables)

Note:

Instead of the specified requested microphones, a comparable technical standard can be

used.

Stage monitors will be used/not used as needed - agreement will be made directly on site.

Manager:
Technical support:

www.fortuan.sk
fortuan.sk@gmail.com

Lucia Miklasova, miklasoval@gmail.com, +421 903 152 469
Tomas Marikovi¢, tomas.marikovic@gmail.com, +421 907 392 226
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FORTUAN SPLITTER

sound engineer | band's equipment
STAGE =t
DRUMS MICS
INPUTS - SPLITTER FRONT PANEL
AND CABLES FOR: MIXER (band

-MICROPHONES,
-INSTRUMENTS,
-BACK-TRACKS....
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| 16pcs XLR-XLR
I

band's equipment

sound engineer

STAGEBOX

NOTE:

It is necessary to follow the order of input and output connections according
to the INPUT LIST. The outputs will be connected by the stage technician to
their stage box/FOH according to their preferences. It is not necessary to
occupy all inputs in the splitter. In case there is a shortage of inputs from the
band's side, clear communication regarding the exact connection method is
required. Not all of the inputs will be necessary to use, and the agreed-upon
set of microphones can be directly connected to the stage box/FOH and may
not need to be included in the band's IN-EAR monitoring system.

F.O.H.

At least 2 days prior to the start of the event, the band's technician should
collaborate with venue's sound engineer to agree upon and confirm the
connection method.




Connection Diagram

FORTUAN
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